
Type: Bekleding
Samenstelling: 90% wol, 10% nylon

Garen type: Kamgaren
Binding: Half vlak

Breedte: Ongeveer 140 cm
Gewicht: Ongeveer 825 g/lin.m

Herhaling: Geen
In lichte kleuren kunnen vreemde vezels voorkomen

Kleurverschil kan voorkomen

Onderhoud: regelmatig stofzuigen, liefst elke week.
Vlekken verwijderen zodra ze zich voordoen, met schoon 

warm water of bruisend water. Extractie schoon indien nodig.
Meer info: Onderhoud instructie – bekijk de website,

kvadrat.dk/care-and-maintenance

 

 

Steelcut 2 
Design: Frans Dijkmeijer & Giulio Ridolfo 

 

Type: Upholstery 

Composition: 90% new wool, 10% nylon 

Yarn type: Worsted 

Binding: Semi-plain 

Width: Approximately 55 inches (140 cm) 

Weight: Approximately 825 g/lin.m 

Repeat: None 

Foreign fibers may occur in light colours 

 

Colour difference may occur 

 

Cleaning: Vacuum clean frequently, ideally every week.  

Remove stains as soon as they occur, with clean warm 

water or sparkling water. Extraction clean when necessary. 

 

More info: Maintenance instruction – please see website, 

kvadrat.dk/care-and-maintenance 
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Steelcut 2 

Abrasion 
Approx. 100.000 Martindale rubs, EN ISO 12947 

 

Pilling 
Note 3-4, EN ISO 12945 

 

Seam slippage 
Warp: 3.3 mm Weft: 3.3 mm 

 

Lightfastness 
Note 5-7 ISO 105-B02 

 

Fastness to rubbing 
Dry note 4-5 ISO 105-X12 

Wet note 3-5 ISO 105-X12 

 

Absorption 

0.65/Class C (flat), 0.80/Class B (waved) EN ISO 354 

 

Airflow 
1014 Pa s/m EN 29053 

 

Flame resistance                     

AS/NZS 15.3.3 

AS/NZS 3837 class 2 

BS 5852 Crib 5 with treatment * 

BS 5852 part 1 

EN 1021-1/2 

IMO FTP Code 2010:Part 8 

NF D 60 013 

NFPA 260 

SN 198 898 5.3 with treatment * 

UNI 9175 1IM 

US Cal. Bull. 117-2013 

ÖNORM B1/Q1 

 

* To pass this test flame retardant treatment is necessary. 

We are looking into more environmental friendly alternatives 

but for now the external finisher may use a treatment 

containing halogen based flame retardants 

 

Benefits of wool 
Wool is a renewable resource 

Wool is very comfortable because of its ability to absorb/ 

give off humidity 

Wool is flame retardant 

Wool is biodegradable 

Wool is naturally soil resistant 

Wool ages with grace 
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Compass  Collect ion

Galvanitas

Slijtage weerstand
100.000 toeren tot draadbreuk, Martindale, 
EN ISO 12947

Pilling 
Klasse 3-4, EN ISO 12945

Naadsterkte
Ketting: 3,3 mm Inslag: 3,3 mm

Licht echtheid
Klasse 5-7 ISO 105-B02

Wrijfechtheid
Droog klasse 4-5 ISO 105-X12
Nat klasse 3-5 ISO 105-X12

Absorptie
0.65/KLasse C (plat), 0.80/
Klasse B (gegolfd) EN ISO 354

Luchtstroom
1014 Pa s/m EN 29053

Vlamweerstand
AS/NZS 15.3.3
AS/NZS 3837 klasse 2
BS 5852 Crib 5 met behandeling*
BS 5852 part 1
EN 1021-1/2
IMO FTP Code 2010:Part 8
NF D 60 013
NFPA 260
SN 198 898 5.3 met behandeling*
UNI 9175 1IM
US Cal. Bull. 117-2013
ÖNORM B1/Q1

* Om deze test te doorstaan   is een vlamvertragende  
behandeling noodzakelijk. We zoeken naar meer milieuvrien-
delijke alternatieven, maar voorlopig kan de externe afwerker 
een behandeling gebruiken dat halogeen gebaseerde  
vlamvertragers bevatten

Voordelen van wol
Wol is een hernieuwbare hulpbron
Wol is zeer comfortabel omdat het absorbeert /
stoot vochtigheid af
Wool is brandvertragend
Wool is biologisch afbreekbaar
Wool is in nature vuilafstotend
Wol veroudert met gratie

Design: Frans Dijkmeijer & Giulio Ridolfo

 

 

Hallingdal 65 
Design: Nanna Ditzel 

 

Type: Upholstery 

Composition: 70% new wool, 30% viscose 

Yarn type: Woolen 

Binding: Plain 

Width: Approximately 51 inches (130 cm) 

Weight: Approximately 795 g/lin.m 

Repeat: None 

Foreign fibres may occur in light colours 

 

Colour difference may occur 

 

Cleaning: Vacuum clean frequently, ideally every week.  

Remove stains as soon as they occur, with clean warm 

water or sparkling water. Extraction clean when necessary. 

 

More info: Maintenance instruction – please see website, 

kvadrat.dk/care-and-maintenance 
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Hallingdal 65 

Abrasion 
Approx. 100.000 Martindale rubs, EN ISO 12947 

 

Pilling 
Note 3-4, EN ISO 12945 

 

Seam slippage 
Warp: 4.5 mm Weft: 4.0 mm 

 

Lightfastness 
Note 5-7 ISO 105-B02 

 

Fastness to rubbing 
Dry note 4-5 ISO 105-X12 

Wet note 3-5 ISO 105-X12 

 

Absorption 

0.45/Class D (flat), 0.70/Class C (waved) EN ISO 354 

 

Airflow 
182 Pa s/m EN 29053 

 

Flame resistance                      

AS/NZS 1530.3 

AS/NZS 3837 class 2 

BS 5852 Crib 5 

BS 5852 ignition source 3 

BS 5852 Part 1 

EN 1021-1/2 

GB 50222 B1 with treatment * 

IMO FTP Code 2010:Part 8 

NF D 60 013 

NFPA 260 

SN 198 898 5.3 with treatment * 

UNI 9175 1IM 

US Cal. Bull. 117-2013 

ÖNORM B1/Q1 

 

* To pass this test flame retardant treatment is necessary. 

We are looking into more environmental friendly alternatives 

but for now the external finisher may use a treatment 

containing halogen based flame retardants 

 

Benefits of wool 
Wool is a renewable resource 

Wool is very comfortable because of its ability to absorb/ 

give off humidity 

Wool is flame retardant 

Wool is biodegradable 

Wool is naturally soil resistant 

Wool ages with grace 
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Galvanitas

Kwaliteitsvoordelen
Voldoet met Möbelfakta
Zeer goed slijtvastheid
Zeer goed lichtechtheid
Vlamvertragend

Voordelen voor het milieu
Voldoet met EU Ecolabel
Voldoet met REACH regulation
Environmental Product Declaration (EPD)
Health Product Declaration (HPD)

Minder uitstoot
Greenguard en Greenguard Gold gecertificeerd
greenguard.org

Garantie
10 jaar. Zie voorwaarden op kvadrat.dk

Voor meer informatie
kvadrat.dk


